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Major Functions Updated in V3.0

Precautions when updating

To update to V3.0, use one of the following methods.

® Follow the steps described in the update guide (4-736-
142-11(1)).

® Attach the unit to the MPC-3610 (VENICE/CineAltaV) Ver.
2.0 or later.
For details, refer to the operating instructions for the
MPC-3610 (VENICE/CineAltaV).

Support for MPC-3610 (VENICE/CineAltaV) Ver.
3.0

The following functions are supported when the unit is
attached to the MPC-3610 (VENICE/CineAltaV) Ver. 3.0.
® Added imager modes

— 6K 2.39:1

- 57K 16:9

® New, high image quality format
X-OCN XT, which provides higher image quality than X-OCN
ST, is now supported for the X-OCN recording format.

® Added AXS Relay Rec function
The Relay Rec function is now supported using the two slots
on the AXS-R7 during AXS standalone recording.

® 47952 fps support
47.952 fps can now be selected as the project frame rate for
AXS recording in 4K 4:3 and 4K 17:9 modes.

Major Functions Updated in V2.0

Precautions when updating
When updating to V2.0, follow the instructions described in
the update guide (4-736-142-11(1)).

Support for MPC-3610 (VENICE/CineAltaV) Ver.
2.0

Recording in the following imager modes is supported when
the unit is attached to the MPC-3610 (VENICE/CineAltaV).

® 4K 6:5 Anamorphic

® 6K 1.85:1

® 6K 17:9

For details, refer to the operating instructions for the MPC-3610
(VENICE/CineAltaV).
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Updating the AXS-R7

The AXS-R7 can now be updated while attached to the MPC-
3610 (VENICE/CineAltaV) (Ver. 2.0 or later).

For details, refer to the operating instructions for the MPC-3610
(VENICE/CineAltaV).

Major Functions Updated inV1.10

Support for MPC-3610 (VENICE/CineAltaV)
The ability to connect to MPC-3610 (VENICE/CineAltaV) and
record RAW and X-OCN video/audio was added.

6K 3:2 recording is also possible for the X-OCN format.

For details on supported recording formats, refer to the
operating instructions for the MPC-3610.

Recording software version data
The ability to record software version data to RAW clips and
X-OCN was added.



